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6161 East 75" Street
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ScopE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials.
The documentation submitted has been reviewed and accepted by Miami-Dade County RER -Product Control
Section to be used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction
(ALLD). |

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in arcas other than Miami Dade County) reserve the right to
have this product or material tested for quality assurance purposes. If this product or material fails to perform in
the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may immediately
revoke, modify, or suspend the use of such product or material within their jurisdiction. RER reserves the right
to revoke this acceptance, if it is determined by Miami-Dade County Product Control Section that this product or
material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code,
including the High Velocity Hurricane Zone.

DESCRIPTION: Series 9k Cylindrical Lockset Hardware (Component Approval)-Impact

APPROVAL DOCUMENT: Drawing No. “SSS001” Rev A, titled “Series 9k Cylindrical Lockset-Component
Approval”, sheets 1 through 3 of 3, prepared by Building Drops Inc., dated 06/22/11 and last revised on 08/12/15,
signed and sealed by Hermes F. Norero, P.E., bearing the Miami-Dade County Product Control Revision stamp
with the Notice of Acceptance number and expiration date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large Missile Impact Resistant

Limitations: :

1. This component is approved to be used as an alternate with approved single or double Steel doors, having
current NOA (Notice of Acceptance). Lowest Design Pressure of doors or this component may control.

2. See Design Pressure tables based on Latch Throw and limitations of the component approval in sheet 1 & 3.

3. Approved Single door panel shall not be wider than 48” & higher than 96” and double door panel not wider
than 36” & higher than 84”. Double door inactive panel must be secured with surface bolts.

4, Electrical device installation is not part of this approval, such installation to be reviewed by AHJ.

L ABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and series
and following statement: "Miami-Dade County Product Control Approved", noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no
change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any
product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply
with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by

the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it
shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors
and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA # 13-0718.04 and consists of this page 1 and evidence pages E-1, as well as approval
document mentioned above.

The submitted documentation was reviewed by Ishaq k. Chanda, P.E.

g ‘ NOA No. 15-0217.07
Expiration Date: April 29, 2019
Approval Date: October 29, 2015
Page 1




Stanley Security Solutions Ing,

A.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

DRAWINGS

1. Manufacturer's die drawings and sections (Submitted under files see below)

2. Drawing No. “SSS001” Rev A, titled “Series 9k Cylindrical Lockset-Component Approval”, sheets 1
through 3 of 3, prepared by Building Drops Inc., dated 06/22/11 and last revised on 08/12/15, signed
and sealed by Hermes F. Norero, P.E.

TESTS (Submitted under file #13-0718.04/#12-0612.25 /#10-0420.07)
1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
Along with marked—up drawings and installation diagram of Cylindrical Lockset, prepared by Intertek
Testing Services N, A., Inc., Test Reports No.’s ITS-3178115MID-01 dated September 25, 2009,
ITSWI-G100020788MID-01, dated 03-01-10, ITSWI-G100020788MID-02, dated 03-01-10 and
ITSWI-100020788MID-013 dated March 04, 2010, all signed and sealed by Frederick D. Curkeet, P. E.
Note: I'TS Test report No. 3178115MID-01 has been revised by an addendum letter, issued by Intertek,
dated November 07, 2010, signed & sealed by Rick Curkeet, P. E.
2, Test reports issued by Fenestration Testing Laboratory, Inc., Test Reports No.’s FTL~1684 dated
September 22, 1997 and FTL-1860, dated February 25, 1998, both signed and sealed by late Gilbert
Diamond, P. E. (Submitted under file # 09-0209.05)

CALCULATIONS
1. Anchor verification complying w/FBC 2014 (5" edition), prepared by prepared by Building Drops Inc.,
dated 08/12/15, signed and sealed by Hermes F, Norero, P.E.

QUALITY ASSURANCE
1. Miami Dade Department of Regulatory and Economic Resources (RER).

MATERIAL CERTIFICATIONS
1. None.

STATEMENTS (All items, except item #1, submitted previously)

1. Statement letter of conformance to FBC 2014 (5™ Edition), letter of no financial interest dated
08/03/2015, issued by Building Drops Inc., signed and sealed by Hermes F. Norero, P.E.

2. Statement letter of Successor P.E. adopting work of another Engineer dated 11-28-12, per FL. Statue
chapter 61G15-27, signed & sealed by Hermes F. Norero, P.E. (submitted under file # 10-0420.07)

3. Statement letter dated Jan 29, 2007 of Stanley Works acquired shares of Best Lock dba Best Access
system, signed by Kara J. Dean, Council Stanley Access (submitted under file # 09-0209.05).

4. Certificate of amendment of Best Lock to Stanley Security Solution Inc, issued by State of Indiana on
Aug. 30, 2003(submitted under file # 09-0209.05).

5. Statement letter by Republic Builder Products dated October 30, 2002, authorizing Best Access System
to use their FTL test reports for obtaining component approval (submitted under file # 09-0209.05).

6. Lab compliance as part of the above referenced test reports.

OTHER :
1. This NOA revises NOA # 13-0718.04, expiring on April 29, 2019.

[S(A'-.‘\ ‘ - L_.LL“ v\
U Jshaq 1. Chanda, P.E.
Produet Control Examiner
NOA No. 15-0217.07
Expiration Date: April 29,2019
Approval Date: October 29,2015




s\prejects\stanley solutionsimd-13-1202 nea 13-0718.05, 12-0612.27, 12-1002.35, 13-0718-03, 13-0178,04\rev.13-0718.04 - 15-0217.07 series 9k cylidrical locks\dwgss2001 Fk cylindrica) 1201 5BE 0 PM.

STANLEY SECURITY SOLUTIONS, INC.

SERIES 9K CYLINDRICAL LOCKSET HARDWARE - LMI (COMPONENT APPROVAL)

| STANLEY_

Security Solutions
6161 EAST 75TH STREET
INDTANAPOLIS, IN 46250
STEEL bOORS UNDER SEPARATE APPROVAL STEEL DOORS UNDER SEPARATE APPROVAL PH: (317) 806-3288
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1, THIS PRODUCT HAS BEEN DESIGNED AND MANUFACTURED TO COMPLY WITH THE 5TH EDITION FLORIDA BUILDING AN C/LINDRICAL LOCKSET i - OF INACTIVE PANEL AS PART OF
CODE {FBC) INCLUDING PROVISIONS SET FORTH FOR HIGH-VELOCITY HURRICANE ZONES (HYHZ) AND HAVE BEEN | il SEPARATE DOOR APPROVAL 1O
TESTED AND EVALUATED IN ACCORDANCE WITH TAS 201, 202, & 203. | =l z E
o
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2. THE COMPONENT DESCRIBED HEREIN SHALL BE USED WITH DOOR PANEL FACE SHEETS TO BE MIN. 18 GA. QUTWSWING SINGLE STEEL [OOR OUTSWING PAIR STEEL DOORS VIE IS
{0.048" MIN.) STEEL, AND FRAME TO BE MIN, 16 GA. {0.057" MIN.) WITH MIN. Fy = 35,400 PSI STEEL. DOORS UNDER SEPARATE APPROVAL DOORS UNDER SEPARATE APPROVAL Hly | o
FORMED STEEL REINFORCEMENT PLATE {1.557" X 8,018") SHALL BE A MINIMUM OF 16 GA. (0.057" MIN.) o > |8
COLD ROLLED STEEL HINGE REINFORCEMENTS SHALL BE A MINIMUM OF 9 GA. [0.132" MIN.). : wl oz
2.1. MAX_ SINGLE DOOR PANEL DIMENSIONS; 48" (W) X 96" (H) X 1-3/4" THICK ol s |R
2.11. DEVICE SHALL BE INSTALLED INTO SINGLE COMMERCIAL CORE FILLED STEEL, DODRS UNDER SEPARATE APPROVAL. E
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2.2.1. DEVICE SHALL BE INSTALLED INTO DOUBLE COMMERCIAL CORE FILLED STEEL DOORS UNDER SEPARATE APPROVAL, SHEET | REVISION SHEET DESCRIPTION o
2.2.2. FILLED CORE OF DOORS SHALL BE APPROVED AS PART OF SEPARATE DOOR APPROVAL. -
2.2.3. INACTIVE PANELS SHALL BE SECURED WITH BOLTS AT TOP AND BOTTOM AS PART OF SEPARATE DOOR APPROVAL. ! A GENERAL NOTES, ELEVATION, AND SECTION VIEW Pt —-—
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1. THIS CYLINDRICAL LOCKSET HARDWARE COMPONENT APPROVAL IS TO BE USED AS AN £QUIVALENT ALTERNATIVE OF TESTED LOCK COMPONENTS FOR SINGLE OR PAIR STEEL T 1.
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3. DOOR LEAF SHALL BE NO WIDER THAN 48" OR HIGHER THAN 96" FOR SINGLE DOORS OR WIDER THAN 48" OR HIGHER THAN 84" FOR DOUBLE DOOR APPLICATIONS. : S S s OO 1
4. COMPLIANCE WITH BUILDING EGRESS REQUIREMENTS TO BE REVIEWED BY BUILDING OFFICIAL.
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PRODUCT REVISED
wi rompiylag with the Florids

Topiding Code

THICKNESS 0.091" —/

SERTES 9K CYLINDRICAL LOCKSET

SINGLE DCOR OR DOUBLE DOOR APPLICATIONS
SEE SHEET 1 FOR DESIGN PRESSURES AND FURTHER LTMITATIONS.
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LATCH THROW
Ye" = +/-75 PSF (SINGLE DOOR)

r%“ = +/- 80 PSF (SINGLE DOOR)
%" = +/- 50 PSF (DOUBLE DOOR)
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SERIES 9K CYLINDRICAL LOCKSET

SIDE ORTHO VIEW

MATERIAL & PARTS LIST

ITEM| DRAWING - DESCRIPTION APPROXIMATE SIZE | MATERIAL REDQ r—
Security Solutions
1 D55168 #15 STYLE KEYED LEVER HANDLE FOR 9K 5414 X 2.095 X 1.260 ZINC 1 '
6161 EAST 75TH STREET
INDIANAPQLLS, IN 46250
2 55170 115 STYLE BUTTON LEVER HANDLE FOR 9K 5.414 X 2.095 X 1.260 ZINC 1 bH: (317) 8063285
FX: (317) 806-3337
3 54322 CHASSTS ASSEMBLY "AB" FUNCTION @075 X 7.103 STEEL 1
Eia| B
4 AB5557 CLAMP FOR 9K #12-24 X 1.625 STEEL 2 n =3 .9 B
w W T T
. ;48 R Z258 3
5 A25359 COMBINATION SCREW # 8-32 #8-32 X 750 STEEL 2 53w H5ek
LV T < o o
DEADLOCKING LATCH & FACEPLATE ASSEMBLY FOR 9K 5 248 X 1123 X 2.62 TEE e &= S I LT_’ e
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